
Sapphire
An eye-catching tension banner stand ideal for retail
or exhibition environments. The telescopic support
pole enables the height of the graphic to vary up to a
maximum of 2150mm.

features & benefits

• Stylish and designer look

• Lightweight anodised silver/blue components

• Stable tripod style base

• Telescopic pole for adjustable graphic height

• Quick to assemble and easy to use

Assembled Dimensions (mm):
2280 (h) (max) x 800 (w) approx

Footprint:
535 (w) x 475 (d) approx

Weight:
2.5kg approx

Recommended Graphic Dimensions (mm):
2000 (h) x 800 (w) approx

NB: 10mm of graphic height is ‘hidden’
inside each rail

Maximum Graphic Dimensions:
2150 (h) x 800 (w) approx

Minimum Graphic Dimensions:
1080 (h) x 800 (w)
(when telescopic pole is fully retracted)

Substrate:
Between 225 & 300 microns in thickness

Included in kit:
2 x graphic rails, 1 x telescopic pole
set/base and 2 x thickener strips

Availability:
Anodised silver/blue

Optional accessories:
Carry bag

hardware specifications graphic specifications additional info
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We are continually improving and modifying our product range and reserve the right to vary the specifications without
prior notice. All dimensions and weights quoted are approximate and we accept no responsibility for variance. E&OE.
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Open out the support legs
from the base.

Attach double sided tape to
one side of the thickener
strips.
(NB double sided tape is not
supplied with the unit)

Assembly Instructions

1

Kit includes: 2 x graphic rails, 1 x telescopic pole set/base and 2 x thickener strips

3

Attach the thickener strips
to the top and bottom
graphic edges.

Remove the rail end caps
and slide the graphic onto
both top and bottom rails.

Slide the top rail onto the
top of the telescopic pole
and re-fit the end caps.

Align the telescopic pole to the
centre of the top rail.
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Place the base on the floor.
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Attach the bottom rail to the
sliding graphic tensioner and
re-fit the end caps.
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Loosen the pole adjuster,
raise the banner, then
tighten to secure.
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Loosen the tensioner,
adjust the graphic tension
as required, then tighten
to secure.
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